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SOLENOIDVALVES &, ACTUATORS

990V AC 20VA
ED 100%
Class H

IP 65

UNOX Solenoid valfler, AC ve DC elektrik enerjisiyle calisip, cesitli akiskanlarin (hava, gaz, yakit, buhar, su
vb.) kontroliinli saglamakta olan iki veya (i¢ yollu vanalardir. Gévde, kovan, bobin, diyafram ve ¢ekirdek-
ten olusan UNOX solenoid valfleri normalde kapali (bobin enerjiyi aldiginda kapali olan vanayi agmak
Uzere) ve normalde acik (bobinden enerjiyi aldiginda agik olan vanayi kapatmak lizere) olmak tizere iki tip

olarak imal edilmektedir.

UNOX Solenoid valves are two-or three way valves that operate with AC and DC electrical energy and
provide control of various fluids(air, gas, fuel, steam, water, etc.). UNOX solenoid valves, consisting of
body, sleeve, coil, diaphragm and core, are manufactured in twotypes as normally closed (to open the
closed valve when the coil receives energy) and normally open (to close the open valve when it recei-
ves energy from the coil)
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3/8” PISTONLU TiP NORMALDE KAPALI SOLENOID VALF

PST 1313

ED 100%
Class H

PST 1313

Uriin Aciklamasi

Normalde Kapali Solenoid Valf, baslangicta akiskanin geci-
sine izin vermez. Valfin agilmasi icin bobine gelen elektrik
akimi ile bobin harekete gecerek cekirdegi yukari dogru ce-
ker ve irfis deliginin adzi aciir bu sayede yiiksek basing
altindaki akiskan bypass deliginden hizli bir sekilde ciki-
sa ilerler bu ilerlemeyle birlikte icerdeki basing ¢ok hizli bir
sekilde diser ve icerdeki basing farki olusur. Bu farktan do-
layr diyafram yay kuvvetini yenerek yukari dogru kalkar
ve akiskan gecisine izin verilir bu sayede valf acik konu-
ma gelmis olur. Tim bunlar ¢ok kisa bir zaman icerisinde
gerceklesir.Uriintimiizeniyiverimalabileceksekilde tasarlanmustir.

Oneriler

Solenoid valfi bobin yukarida kalcak sekilde monte Tesisat-
ta solenoid valfden 6nce pislik tutucu gibi ediniz. vs. filt-
reler kullaniniz. Yiksek sicakliklar diyafram icin daha da-
yanikl  ve conta malzemesi kullanmaktayiz siparislerde
Yuksek sicaklik icin diyafram ve conta iste@inizi belirtiniz.

Kullanim

Vana Kilidi: Normalde Kapali

Nominal Boyut: 3/8"

Nominal basing: 16

Sicaklik Araligi: -10'dan +180 ° C dereceye kadar
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Teknik Ozellikler

Uriin Ad: - Kodu

3/8” Pistonlu Tip Normalde Ka-
palt Solenoid Valf - PST1313

Boyut

3/8”

Kullanim Alanlar:

Su, hava, nétr gazlar, likitler,
yaglar, maksimum 180° kadar

buharlar
Baglant1 Dis Ozelligi BSP istege gore NPT
Nominal Basing 16 bar
Caligma Basing Aralig1 0,5-30 bar
Bobin Ozelligi IP 65, Class H, ED %100
Akiskan Calisma -10/180°
Sicaklik Araligi
Ortam Calisma -10/60°
Sicaklik Aralig
Vana Kilit Durumu Normalde Kapali
Malzeme Agirlig 0,325 kg
Akis Yon Ozelligi Tek Yonlii

Diyafram ve Conta Ozelligi

(NBR:-10°C /+80°C) , (EPD-
M:-10°C/+130°C) , (VITON:-10°-
C/+160°C) ,(PFTE:-10°-
C/+180°C)

Tepki Zaman1 A¢ma Zamant: 300 ms
Kapama Zamani: 900ms
KVs(lt/dk) 75
No Parga Ad1 Malzeme Adi
1 Valf Govdesi MS 58 Piring
2 Govde Kapagi MS 58 Piring
3 Bobin Giiglendirilmis Fiber Glass
4 Diyafram NBR, EPDM, SKM, PTFE,
RUBY
5 Kovan AISI316 Paslanmaz
6 Cekirdek 430F Paslanmaz
7 Bypass Contast NBR, EPDM, VITON,
PTFE, RUBY
8 Orifis Contasi NBR, EPDM, VITON,
PTFE, RUBY
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3/8” PISTON TYPE NORMALLY CLOSED SOLENOID VALF

PST 1313

220V AC 20VA
ED 100%
Class H

Pes CE

PST1313

Product Description

Normally Closed Solenoid Valve does not allow fluid to
pass through initially. With the electric current coming to
the coil to open the valve, the coil moves and pulls the
core upwards and the mouth of the irfis hole opens, so that
the fluid under high pressure quickly moves to the out-
let from the bypass hole, with this progress, the pressure
inside drops very quickly and the pressure difference oc-
curs inside. Due to this difference, the diaphragm lifts
upwards by overcoming the spring force and the flu-
id is allowed to pass, thus the valve becomes open. All this
happensin a very short time. Our produ-
ctis designed to get the best efficiency.

Suggestions

Mount the solenoid valve with the coil above. In the instal-
lation, such as strainer before the solenoid valve, etc. For

high temperatures, we use more du-
rable diaphragmand gasket material.
Usage

Valve Lock: Normally Closed
Nominal Size: 3/8"

Nominal Pressure: PN 16
Temperature range: -10to +180 ° C
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Technicial Specifications

Product Name - Code

3/8” Piston Type Normally Clo-
sed Solenoid Valf - PST1313

Size

3/8”

Usages Areas

Water, Air, Neutral Gases, Liqui-
ds, Oild, Vapors Up To Maximum

180° C
Connection Tooth Feature BSP, Optionally NPT
Nominal Pressure 16 bar
Working Pressure Range 0,5-30 bar
Coil Specitication IP 65, Class H, ED %100
Fluid Operating Temperature -10/180°
Range
Envirenment Operating -10/60°
Temperature Range
Valve Lock Status Normally Closed
Metarial Range 1,655 kg
Flow Direction Feature One Way
Diaphragm and Seal (NBR:-10°C /+80°C) , (EPD-
Feature M:-10°C/+130°C) , (VITON:-10°-

C/+160°C) ,(PFTE:-10°-
C/+180°C)

Response Time

Open Time: 300 ms
Closed Time: 900ms

KVs(lt/dk) 395
No Track Name Material Name
1 Valf Body MS 58
2 Body Cover MS 58
3 Coil Cover Powered Fiber Glass
4 Diyaphgram NBR, EPDM, SKM, PTFE,
RUBY
5 Hive AISI316 Stainless Steel
6 Core 430F Stainless Steel
7 Bypass Gasket NBR, EPDM, VITON,
PTFE, RUBY
8 Orifis Gasket NBR, EPDM, VITON,
PTFE, RUBY
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